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SENSOR CONNECTOR
AMP 282236,
TERMINALS, WIRE SEALS,
CAVITY PLUG A/R
PIN OUT:
1 N/C
2WHT - Q1IN
3 BRN - VIN
4 GRY - Q2IN
5 VIO - 5VOUT
6 BLK - GND

MACHINE CONNECTOR
PACKARD 12052848

w/ TPA 12052850,
WIRE SEALS A/R

A VIO - 36VIN
B GRY - Q2OUT
C WHT - Q1OUT

D BLK - GND, SIGNAL
E BRN - VOUT

F BLK/WHT - GND, PWR

POTTING HOUSNG BUD HH3466 OR EQIVALENT
MUST BE UL 94 V0 OR V1 RATED

NOTES:
POTTING HOUSING AS SHOWN1.
POTTING TO BE UL 94 V0 OR V1 RATED2.
POTTING TO COVER AND SEAL ALL 3.
COMPONENTS
WIRING 18AWG UL 10074.
EACH HARNESS TO BE IN BRAIDED 5.
LOOM 125C UL 94 V0 OR V1 RATED
NO DEVIATION ALLOWED FROM UL 6.
REQUIREMENTS

DOUBLE SIDED TAPE
APPROX. 1.1 SQ. IN.

PART #

5023

UNITS IN inch [millimeter]
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